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7) Put the adjusting washer(#42) on the support shaft and next put the drum
assembly(#36) on the support shaft(#39),align the drive pinion(#34) with
the big cogwheel(#35).If the spacing between the teeth is too large,remove
drum and decrease the spacing on the adjusting washer(#42) and vice
versa,please confirm that the hole of the drum assemble should
correspond to the hole of the support shaft,insert the hex bolt
M6_50(#38) to avoid drop off.

                
8) Align the two holes on handles(#28) with holes on V shape bracket

assembly(#31),and affix with hex bolts M10_40,flat washers_10,then
tighten it with hex nuts M10.Same installation as other handle.Finally,lock
all necessary bolts and nuts,the mixer is ready for opeation now.

EXPLOSIVE VIEW PART LIST
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FIGURE
No. NAME DESCRIPTION QUANTITY

1 Handle Grip 1
2 Dragging Handle 1
3 Hex Nut M10 16
4 Flat Washer _10 16
5 Rubber Block 4
6 Split Pin 5_40 2
7 Flat Washer _24 3
8 Wheel 2
9 Hex Bolt M10_25 12
10 Axle Bracket 1
11 Motor Stand 1
12 Hex Nut M8 4
13 Flat Washer _8 14
14 Rubber Block 2
15 Hex Bolt M8_20 4
16 Motor 1
17 Tapping Screw ST4_10 4
18 Motor Cover(out) 1
19 Drive Pulley 1
20 Inner Hex Bolt M8_12 3
21 V-Belt A-1200 1
22 Belt Pulley 1
23 Circlip For Shaft 48 1
24 Hex Nut M6 4
25 Motor Cover(Inner) 1
26 Forced Filling Oil Cup 1
27 Handle Grip 2
28 Handle 2
31 V Shape Bracket Assembly 1
32 Hex Bolt M10_40 4
33 Bearing 6004 2
34 Drive Pinion 1
35 Big Cogwheel 1
36 Drum Assembly 1

37 Hex Bolt M8_25 6

38 Hex Bolt M6_50 1

39 Support Shaft 1

40 Lock Nut M6 1

41 Transmission Shaft 1

42 Adjusting Washer Several

43 Bearing 6205 2
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44 Split Pin 6_40 1

45 Shaft Cover_ 1

46 Shaft Cover_ 1

47 Hex Bolt M6_16 4

48 Big Flat Washer _M6 4

49 Lock Plate 1

50 Upright Bracket 1
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Cleaning
1. After each mix,it is advisable to clear any build up of concrete from the

mixing arms inside the drum.If left to dry,the concrete can be extremely
difficult to remove without damage to the drum.

2. After the last mix it is advisable to wash and clean all concrete build up
from both inside and outside the drum,before the concrete fully sets.Avoid
hitting the drum with any objects and pay particular attention to build up of
concrete around the lip of the drum.

3. After cleaning the drum,the concrete mixer should be stored in the
downwards position to ensure all water is drained from the drum.

General Inspection
1. Regularly check that all the fixing screws are tight.They may vibrate loose

over time.
2. Ensure tyres are inflated equally.
3. Inspect the plug and socket connector for any signs of damage and have

any repairs performed before use by an authorized service center.
4. Ensure to inspect any extension cables for damage before use with this

appliance.




